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THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS AND ARE INCLUDED
AFTER SHEET NO. 33
STH. NO. CESCRIPTION
000G -06 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
00100102 AREAS OF KEINFORCEMENT BARS
Q01006 DECIMAL OF AN INCH AND OF & FOOT
- 420701-02 PAVEMENT FABRIC
. £42001-02 SHOULDER RUMBLE STRIP 16 INCH
. T01001-02 OFF -ROAD CPERATIONS, 2L2W, 15 MINIMUM AWAY FROM PAVEMENT EDGE
T01006-04 OFF~ROAD CPERATIONS, Z2L2W, 15 AWAY TG EDGE OF PAVEMENT
761611-0% OFF~ROAD MOVING OPERATION, 2L2W, DAY ONLY
TG1E01-03 OFF-ROAD QPERATIONS, MULTI-LANE, 15’ TO 247 FROM PAVEMENT £0GE AWAY
T01106-02 OFF-ROAD, MULTI-LANE, 15 MINIMUM AWAY FROM PAVEMENT E0GE
TG1201-04 LANE CLOSURE, 2L2W, DAY ONLY
T61400-06 APPROACH TQ L ANE CLOSURE, FREEWAY/EXPRESSWAY
T01401-07 LANE {LOSURE, FREEWAY/EXPRESSWAY
- T01402-09 LANE CLOSURE, FREEWAY/EXPRESSWAY, WITH BARRIER
7G1411-08 LANE CLOSURE, MULTI-LANE, ENTRANCE OR EXIT RANP
- T01901-03 TRAFFIC CONTROL DEVICES '
F04001-07 TEMPORARY CONCRETE BARRIER
T0001~G3 TYPICAL PAVEMENT MARK INGS
T81001-03 TYPICAL APPLICATION RAISED REFLECTIVE PAVEMENT MARXERS

GENERAL NOTES

THE “3STANDARD
2012; AND THE

THIS SECTION SHALL BE CONSYRUCTED In ACCORDANCE WITH THE PLANS:
SPECIFICATIONS FOR ROAD AND SRIDGE CONSTRUCTION” ADOPTED JANUARY I,
SPECIAL PRQVISIONS INCLUDED IN THE PROPOSAL.

THIS PROJECT 1S LOCATED ON FAT 70 TN £FFINGHAM COUNTY, AT THE MONTROSE
INTERCHANGE, AT STRUCTURE NUMBERS 025-0016 AND 025-0017. THE WORK INCLUDED IN
SECTION D7 BRIDGE REPAIRS 2013-1 CONSISTS OF PCC BASE COURSE WIDENING, TRAFFIC
CONTROL, BRIDCE DECK REPAIRS, PAVEMENT MARKING, ARD ANY OTHER WORK MECESSARY TO
COMPLETE THE SECTION.

PLAN DIMENSIONS AND DETAILS RELATIVE TO THE EXISTING STRUCTURES HAVE BEEN TAKEN
FROM EXISTING PLANS AMD ARE SUBJECT T0 NOMINAL CONSTRUCTION VARIATIONS, IT SHALL
BE THE CONTRACTORS RESPONSIBILITY TO VERIFY DIMENSIONS AND DETAILS In THE FIELD
AND MAKE NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTICN OR ORDERING OF
MATERIAL. SUCH VARTATIONS SHALL NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A
CHANGE IM THE SCOPE OF THE WORK. THE CONTRACTOR WILL BE PAID FOR THE OUANTITY
FURNISHED AT THE UNIT PRICE BID FOR THE WORK.

THE SAaw (UT REGUIRED FOR THE PAVED SHOULDER REMOVAL SHALL BE INCLUDED IN THE COST
OF FAVED SHOULDER REMOVAL AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED, ANY

EXCAVATION NECESSARY FOR CONSTRUCTION OF YHE PCC BASE COURSE WIOENING, 12 SHaLL
BE INCLUDED IN THE COST OF THE PCC BASE CCGURSE WIDENING, 127 AND KO ADITIONAL
COMPENSATION WILL BE ALLOWED. THE PCC BASE COURSE WIDENING, 12" SHALL BE

REINFORCED WITH PAVEMENT FABRIC, THE REINFORCEMENT WILL BE PAID FOR SEPARATELY AT
THE COMYRACY UNIT PRICE PER SQUARE YARD FOR PAVEMENT FABRIC.

GENERAL NOTES {(Cont’ d)

PAVEMENT MARKING SHALL BE APPLIED IN ACCOGRDANCE WITH SECTION 780 OF THE STANDARD
SPECIFICATIGNS,

THE TOTAL GUANTITY OF PAINT PAVEMENT MARKING-LINE 4 CONSISTS OF 1112 FEET
OF WHITE AMD 1112 FEET OF YELLOW

THE TOTAL QUANTITY OF PAINT PAVEMENT MARKING-LINE & CONSISTS GF 278 FEET
OF WHITE,

REMOVAL OF ANY EXISTING RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE INCLUDED IN
THE COST CF REMOVING THE EXISTING HMA WEARING SURFACE AND NO ADDITIONAL
COMPENSATION WILL BE ALLOWED.

THE RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED AS DOUBLE MARKERS AS SHOWN
ON STANDARD 781001-03.

THE CONTRACTOR WILL BE RECQUIRED 70 CONSTRUCT RUMBLE STRIPS IN THE PCC BASE COURSE
WIDENING UPON COMPLETION OF STAGED CONSTRUCTION BRIDGE REFAIRS, THIS WORK SHALL
BE COMPLETED AND PAID FOR AS SPECIFIED IN THE PLANS AND STANDARD SPECIFICATIONS.
IH ADDITION TO THE REQUIREMENTS FOR PORTABLE CHANGEABLE MESSAGE SIGNS IN ARTICLE
7O, E50 1), A LAPTOP COMPUTER TO CONTROL THE MESSAGE SIGNS SHALL ALSO 8E SUPPLIED
BY THE CONTRALTOR,

THE FOLLOWING MIXTURE REGUIREMENYS ARE APPLICABLE FOR THIS PROJECT:

BRIDGE APPROACH:

SURFACE MIx (1 1/2")

APPLICAT ION: POLYMERIZED HOT MIX ASPHALT SURFACE COURSE, MIX D, NSG
PG GRADE: S8% PG 70-22

DESIGN AIR vCIDS: 4,04 & NDESIGH = 90

MIXTURE COMPOSITION: iL- 9.5

FRICTION AGGREGATE: MIX D

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING PLAN GUANTITIES:
BITUMINOUS MATERIALS (PRIME COAT) 0. 10 BAL/SO YD
HOT-MIX ASPHALY 112 LB5/50 YD/ INCH
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